





PLUG VALVES SERIES SPECIALALLOY VALVES

Weidouli Specialty P04
General Highlights--- - POS
Design Features------ - P11
Adjusting Bolts Structure------------—-- --P15
Double Gland Seal Structure--------=----- P17
Trunnion Double Gland Seal Structure--P19
Weidouli Plug Valves Patents------------- P21
BW Ends Dimensions - P22
ASME Flanged Ends Dimensions--------- P23
DIN Flanged Ends Dimensions-------—-- --P24
How To Order - P25
Valve Markings - - P26
Material List - P27
Product Field - - P28
Performance - P29

PLLIG VALVES |03

WSV.

!0'...“.." .

WEIDOULI SPECIALITY _

HW
Ik

PLUG VALVES | 04






WSV/.

PLUG VALVES SE RIES SPECIALALLOY VALVES

Extensive in-house testing and laboratory facilities
are available including:

Cleaning room

Weidouli establishes a Class 100000 Cleanroom facility for cleaning, assembly, testing and packing Dechlorination Equipment

of Weidouli valves to be used in high purity applications. By performing these procedures in a To avoid the iron or other metal pollution on -Tffj‘ul";—’
cleanroom, Weidouli delivers valves which can be placed directly into high purity systems without finished valves and free of corrosion, all the | Vel i ¥
the need for any component cleaning in the filed, such as semiconductor, chemical, pharmaceutical testing water and cleaning water are treated

and other industries which have standards for high purity, and stored through a dechlorination

equipment owned by Weidouli.

Special Treatment Laboratory

Vacuum hardness treatment especially for
Titanium and Zirconium Treatment: Titanium
stem/seat/sphere surface hardening treatment,
so that a protective film formed on the surface,
to improve the corrosion resistance, but also
greatly relief stress and improve the surface
hardness, not easy to scratch.

Titanium surface with primary hardness HV< 235
can approach to HV800 after this treatment.
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